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Fencing Post Installation - Into Soil

1 Measure the centre distance for installing Aluminium Fencing Posts (C), ensuring a 2-3mm
extension beyond the fencing board length. Insert Aluminium Strips (B) into the Fencing Posts
(C), avoiding the side for attaching the fencing board.
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Diagram 1 Diagram 2

2 Dig holes at the measured positions, approximately 720mm deep with a diameter about 4
times the post diameter. Place 150mm of gravel at the bottom of the hole.

Diagram 3 Diagram 4 5
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3 Insert the fence posts (C) into the holes, ensuring they are vertical. Pour concrete to 50mm
below ground level and fill with sand to ground level.

Diagram 5 Diagram 6
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Fencing Post Installation - To Concrete

1 Measure the distance between two adjacent Fencing Posts (C) to determine the position for
installing the Galvanized Fencing Post Bases (J). Drill holes in the ground using an impact
drill, aligning with the holes on the Post Bases (J).

900mm maximum recommended fence

A height when bolting to concrete
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Diagram 7 Diagram 8

2 Secure the Post Supports (J) to the ground using Galvanized Expansion Bolts (Not
supplied*). Insert Aluminium Strips (B) into the Fencing Posts (C), avoiding the side for
attaching the fencing board.

Diagram 9 Diagram 10
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3 Insert the Fencing Posts (C) onto the Post Bases (J).
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Diagram 11
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Fencing Board Installation

1 Insert Post Skirt (1) from the top of Fencing Posts (C) and slowly slide down to the bottom.
Secure bottom rail brackets (H) to the Fencing Posts (C) using Galvanized Screws (D), as

shown in Diagram 13.

Diagram 12 Diagram 13

Insert Aluminium Bottom Rail (L) into the Fencing Posts (C) and slowly slide it down to
o Pposition on the bottom rail brackets (H).
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Diagram 14
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3 Insert the first Fencing Board (G) from the top, sliding down slowly and locate it on to the
Bottom Rail (L), as shown in Diagram 17.

Diagram 17

Diagram 16

4 Continue sliding the rest of the Fencing Boards (G). Fix Top Rail Bracket (E) to each side of
the Aluminium Top Rail (F), then insert the Aluminium Top Rail (F) into the Aluminium
Fencing Posts (C).

Diagram 18 Diagram 19 10
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5 Use Screws (D) to secure Top Rail Bracket (E) to Fencing Posts (C). Apply adhesive to fix the
Post Caps (A) on the top of the Fencing Posts (C).
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Diagram 20 Diagram 21

6 Fencing installation is complete and the completed fencing should look like below.
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Summary - information supplied in this document is based on
manufacturing knowledge and test procedures when issued, it
is provided in good faith with Tilon reserving the right to
amend in the future.

Users' attention is drawn to risks when product is used for any

purpose other than the one for which it was designed.

This document does not exempt users from knowing and
applying the rules regulating their activities.

Users’ assume full responsibility for applying safety measures
when product is in use.

PLEASE BE AWARE: Over the initial 12-16 weeks from installation, the composite collection products will undergo a natural weathering process
and the colour of the grained surface may lighten. This is normal and will stabilise after this initial period.
For decking the reverse (grooved side) gives an indication of what the colour will become.



